CHA-UR5106

Cititor UHF programabil de distanta
mare

CHA-UR5106 este un cititor RFID UHF (866Mhz) de distanta mare, cu frecventa si
putere de emisie ajustabila. Poate fi folosit in multe aplicatii RFID cum ar fi logistica,
control acces, sisteme de control al procesului de productie industriala s.a. Este
recomandat pentru barierele de acces auto.

CARACTERISTICI

e Rezistent la apa

e Conectivitate: RS232 (management), RS485, Wiegand 26/34 (ajustabil)
e Cartele: ISO18000-6B, ISO18000-6C(EPC C1G2) pasive (866MHz)

e Frecventa: 866MHz

e Putere emisie de pana la 30dB (ajustabila)

e Antena: 8dbi

e Frecventa fixa sau variabila (FHSS)

e Kit de montare pe pilon inclus

SPECIFICATII

e Tensiune de alimentare 9Vcc (adaptor inclus)

e Distanta de citire: 6m

e Temperatura de functionare -10°C ~ 55°C, umiditate 10-90%
e Dimensiuni: L225mm x W225mm x H40mm

e Greutate: 800g
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Rosu - DC12V+

Negru - GND

Verde - DO lesire Wiegand (RS485 R+)
Alb - D1 Intrare Wiegand (RS485 R-)
Maro - RS232 RXD

Galben - RS232 TXD

Gri - Declansator

Albastru - GND
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